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Company 
 
Part Number or NSN 
 
 

AIR CONDITIONER PRODUCT DATA SHEET      
              (Skid Mounted) 

 

Specifications as applicable 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

Maximum Cooling Capacity 
in BTU’s 
 

  

Maximum Heat Output 
Capacity in BTU’s 
 

  

Refrigerant Type   

CFM Air Flow 
 

  

Air Duct Diameter 
 

  

Weight Unpackaged) (lb) 
 

  

Dimensions 
 

  

Power Requirements in kW, VAC, 
HZ, Phase 
 

  

Special/Additional Features:  

 

 


	2003841-P1
	2003841-P1

	Company Name: HDT Expeditionary Systems, Inc.
	Part Number or NSN: 2003841-P1 
	Maximum Cooling Capacity in BTUs: 
	Skid MountedMaximum Cooling Capacity in BTUs Comments: 60,000 BTU/hr
	Maximum Heat Output Capacity in BTUs: 
	Heat Output Capacity in BTUs Comments: 34,140 BTU/hr
	Refrigerant Type: 
	Refrigerant Type Comments: HFC-410A
	CFM Air Flow: 
	CFM Air Flow Comments: Evaporator - 1,900 SCFM; Condenser 6,000 SCFM
	Air Duct Diameter: 
	Air Duct Diameter Comments: 16 Inch Supply and Return
	Weight Unpackaged lb: 
	Weight Unpackaged lb Comments: 540 lbs
	Dimensions: 
	Dimensions Comments: 43” x 34.5” x 40”
	Power Requirements in kW VAC HZ Phase: 
	Power Requirements in kW VAC HZ Phase Comments: 11.55 KW, 208VAC, 50/60Hz, 3 Phase
	SpecialAdditional Features: F100 5-Ton ECU System is CARC Green 383 – Color 3409425 Foot Power CableTwo 16" diameter by 6' long supply air/return air ductsNominal 60,000 BTU/hr Cooling, 10KW HeatingHigh pressure evaporator blower (up to 2 iwg external static pressure)State of the art Copeland Digital Scroll Compressor with unloaded soft start featureOptimized to pack-out eight F100 (2003841-P1) ECU's per Tricon Shipping Container


